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Explosion Proof 5J Xenon Beacons > 
EX11 Series
    Product Overview

Features

Rated for Zone 1 and Zone 2

Corrosion resistent GRP

2 x M20 cable entries

ATEX approved

         EX II 2GD

5 Joules

IP66, 67

The EX11 series has been designed 
for use in potentially explosively 
conditions. The glass reinforced 
polyester enclosures are suitable 
for offshore or onshore, where light 
weight combined with corrosion 

resistence is required.  The beacon 
housing is manufactured completely 
from a UV stable, glass reinforced 
polyester. (Cage guard not
included).  Stainless steel screws 
and mounting bracket are 
incorporated ensuring a totally
corrosion free product.

Material
Case Material: Glass
Re-Inforced Polyester

Code No:	 Voltage:	 Light Source:	 Current:

 
EX11-24	 24v Dc ---	 Xenon 5 J	 320 mA
EX11-115	 115v Ac ---	 Xenon 5 J	 100 mA 
EX11-230	 230v Ac ~	 Xenon 5 J	 60 mA

Kg 2.5 Hz50/60IP 66, 67oC -55+70 EXPLOSION
PROOFFPM 60

01 02 03 04 05ADD THE FOLLOWING LENS CODES 
TO THE PRODUCT WHEN ORDERING

Cage Guard not Included




